
Curtain

•	 26-gauge galvanized, Grade E hard steel
•	 5⁄8” ribbed corrugation
•	 Many latch options available
•	 All latches accept double locks and 7⁄16” shackles
•	 �Rain lip note: For proper exterior door 

installation, a 1 ½” deep rain lip must be formed 
in the concrete slab extending a minimum of  
3 ½” from the interior face of the jamb

Bottom Bar

•	 6063 – T6 aluminum extrusion
•	 1 ½” x 1 ½” galvanized angles
•	 Replaceable bulb astragal

Axle-Drum Assembly

•	 1 5⁄16” O.D. steel axle, 14-gauge
•	 Utilizes 9 ½”, 18-gauge drums
•	 �Oil tempered e-coated torsion springs, available 

in two springs upon request from 7’ to 10’ wide
•	 �Fully accessible springs for inspection and 

maintenance

Guide System

•	 18-gauge galvanized steel
•	 �Pre-punched holes for anchors, slide 

latch, bracket attachment and head stop 
attachment

•	 �Polyethylene guide strips provide easy, quiet 
operation

Hardware

•	 �12-gauge head stops have slotted mounting 
holes for proper attachment

•	 14-gauge galvanized steel handles
•	 �12-gauge tension bracket made for additional 

strength
•	 Shielded radial bearings for smooth operation
•	 �Worm gear tensioning design allows for 

smooth adjustment
•	 12-gauge bearing bracket on right side

Options

•	 Insulated 651 Series
•	 Top and side draft stop
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WINDBAR 

DOOR
ENGAGEMENT

steel mount

masonry mount

WINDLOCK

DOOR	SHEET

Curtain

•	 26-gauge galvanized, Grade E hard steel
•	 5⁄8” ribbed corrugation
•	 Many latch options available
•	 �All latches accept double locks and 7⁄16” 

shackles
•	 �Rain lip note: For proper exterior door 

installation, a 1 ½” deep rain lip must be formed 
in the concrete slab extending a minimum of  
3 ½” from the interior face of the jamb

Bottom Bar

•	 6063 – T6 aluminum extrusion
•	 1 ½” x 1 ½” galvanized angles
•	 Replaceable bulb astragal

Axle-Drum Assembly

•	 1 5⁄16” O.D. steel axle, 14-gauge
•	 Utilizes 9 ½”, 18-gauge drums
•	 �Oil tempered e-coated torsion springs, available 

in two springs upon request from 7’ to 10’ wide
•	 �Fully accessible springs for inspection and 

maintenance

Guide System

•	 �16-gauge galvanized steel guides and wind 
bar

•	 �Pre-punched holes for anchors, slide 
latch, bracket attachment and head stop 
attachment

•	 �Polyethylene guide strips provide easy, quiet 
operation

Hardware

•	 �12-gauge head stops have slotted mounting 
holes for proper attachment

•	 14-gauge galvanized steel handles
•	 �12-gauge tension bracket made for additional 

strength 
•	 �Shielded radial bearings for smooth operation 
•	 �Worm gear tensioning design allows for 

smooth adjustment
•	 12-gauge bearing bracket on right side

Options

•	 Insulated 651 Series
•	 Top and side draft stop
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*  APPLIES TO 650 AND 690 SERIES *  APPLIES TO 650 SERIES

*  APPLIES TO 690 SERIES

6

MASONRY MOUNT

MASONRY MOUNT

DOOR
ENGAGEMENT

DOOR	SHEETDOOR SHEET

1.75

0.20 
 TYP.

1.000

.38

1.
66

0.
75

0.
37

5

0.
75

0.
87

5

1.75

1.000

0.20 TYP. .38

0.
87

5

0.
75

0.
75

0.
37

5

1.
66

1.75

0.20 
 TYP.

1.000

.38

1.
66

0.
75

0.
37

5

0.
75

0.
87

5

1.75

1.000

0.20 TYP. .38

0.
87

5

0.
75

0.
75

0.
37

5

1.
66

WINDLOCK

DOOR SHEET

INSULATED
DOOR DETAIL

DOOR	SHEET

FOIL	BACKED	INSULATION

SIDE DRAFT STOP

8	X	1/2	TEK SCREW

SERIES 651

DOOR SHEET

FOIL BACKED INSULATION

SIDE DRAFT STOP

8 X 1/2 TEK-SCREW

STEEL MOUNT

STEEL MOUNT

WOOD	MOUNT

2"

1 
3/

4"

2"

1 
3/

4"

WOOD MOUNT

PULL	ROPE

FOR	STEEL	OR
WOOD	JAMBS

SUPPORT BRACKET

AXLE	ASSEMBLY

EASY	ADJUSTMENT	AND	
SPRINGS	EXPOSED	FOR	
OIL	TEMPERED TORSION

MASONRY	OR 
CONCRETE	JAMBS

 GUIDES FOR

MINI-LATCH

	LUBRICATION

VERTICAL 

VERTICAL	GUIDES	

BOTTOM	
ASTRAGAL

GUIDE
STRIP

DOOR STOP

NON-TENSIONER

ENTRY
GUIDE	BELL

BRACKET
SUPPORT
TENSIONER

TENSIONER
ASSEMBLY

NON-TENSIONER
SUPPORT BRACKET

AXLE ASSEMBLY

VERTICAL GUIDES 
FOR STEEL OR 
WOOD JAMBS

GUIDE STRIP

BOTTOM 
ASTRAGAL

PULL ROPE

OIL TEMPERED TORSION 
SPRINGS EXPOSED FOR 

EASY ADJUSTMENT AND 
LUBRICATION

TENSIONER 
SUPPORT 
BRACKET

GUIDE BELL 
ENTRY

TENSIONER 
ASSEMBLY

DOOR STOP

VERTICAL GUIDES 
FOR MASONRY OR 
CONCRETE JAMBS

MINI-LATCH



Corrugated Swing Door

•	 26-gauge door
•	 �20-gauge roll-formed X-bracing Galvalume® 

with rolled edges for added strength
•	 20-gauge hemmed stiles
•	 Stainless steel or Apex latch for security
•	 Pre-punched for latch
•	 Two 90-degree zinc hinges
•	 �Frame and one Securawall hall partition fills a 

5’-wide unit
•	 ADA Compliant

Flush Swing Door

•	 20-gauge flat sheet for door face
•	 Hat style stiffeners
•	 Glossy white frame
•	 �Colors to match or complement your roll-up 

doors
•	 �Seamless to complete a total flush hallway 

system
•	 Many latch options available
•	 90-degree zinc hinges
•	 �May be ordered with optional louvers to allow 

for air circulation
•	 ADA Compliant

Locker Units

•	 �For smaller 5’ x 5’ units in both double and 
triple stack configurations

•	 Pre-hung corrugated doors
•	 �1” locker floor in 20-gauge Galvalume®  

6” planks
•	 20-gauge Galvalume® support angles
•	 #8 x ½” self-drilling fasteners
•	 500 Series frame

Corrugated Swing Door

•	 26-gauge door
•	 �20-gauge roll-formed X-bracing Galvalume® 

with rolled edges for added strength
•	 20-gauge hemmed stiles
•	 Stainless steel or Apex latch for security
•	 Pre-punched for latch
•	 Two 90-degree zinc hinges
•	 �Frame and one Securawall hall partition fills a 

5’-wide unit
•	 ADA Compliant

Locker Units

•	 �For smaller 5’ x 5’ units in both double and 
triple stack configurations

•	 �Pre-hung corrugated or flush swing doors
•	 �1” locker floor in 20-gauge Galvalume®  

6” planks
•	 20-gauge Galvalume® support angles
•	 #8 x ½” self-drilling fasteners
•	 300 or 500 Series frame
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300 SERIES
500 SERIES

FLUSH DOOR DETAIL

CORRUGATED DOOR DETAIL

CORRUGATED SWING 
DOOR DETAIL

LOCKER FLOOR DETAIL

5' (TYP)

20	GA	GALVALUME
BOTTOM	CHANNEL

PARTITION	SHEETING

2X2	20	GA
GALVALUME	ANGLE

2X2	20	GA
GALVALUME	ANGLE

LOCKER	FLOOR
20	GA	GALVALUME

*  APPLIES TO 300 SERIES

*  APPLIES TO 500 SERIES
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2x2 20-GA.
GALVALUME ANGLE

2x2 20-GA.
GALVALUME ANGLE

5' (TYP)

PARTITION SHEETING

5' (TYP)

20-GA. GALVALUME
BOTTOM CHANNEL

LOCKER FLOOR
20-GA. GALVALUME



Flooring Component Options

•	 �Mezzanine deck ¾” tongue-and-groove wood 
deck (gray or tan)

•	 Metal deck
•	 �Concrete deck (supplied and poured by 

others)

Structural Load-Bearing Components

•	 5’ x 10’ grid system
•	 Z-Purlins and C-Channel
•	 Structural PBU partition panels
•	 Corrugated metal decking
•	 Mezzanine stairs (optional)
•	 125 psf floor-load rating

Optional Components

•	 Lifts
•	 Handrails
•	 Rolling Steel Doors (Slat Doors)
•	 Sectional Doors

Services

•	 Design of unit mix layout
•	 Structural drawings
•	 Installation of mezzanine components
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Wine Locker Units

•	 �Available in single- and double-stack 
configurations

•	 �Available with pre-hung flush, vinyl-coated 
wood grain swing doors

•	 �Complete 500 Series frame with vinyl wood 
grain coat

•	 �1” locker floor in 20-gauge Galvalume®  
6” planks

•	 20-gauge Galvalume® support angles
•	 #8 x ½” self-drilling fasteners

Flush Swing

•	 20-gauge flat sheet for door face
•	 Hat style stiffeners
•	 �Vinyl wood grain finish in variety of options
•	 Many latch options available
•	 90-degree zinc hinges
•	 �May be ordered with optional louvers to allow 

for air circulation
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FLUSH DOOR
DETAIL

CORRUGATED 
SWING DOOR
DETAIL

LOCKER 
FLOOR DETAIL

*  ALL DETAILS APPLY TO VINEYARD SERIES
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5' (TYP)

20 GA GALVALUME	
BOTTOM	CHANNEL

PARTITION	SHEETING

2X2	20	GA
GALVALUME	ANGLE

2X2	20	GA
GALVALUME	ANGLE

LOCKER	FLOOR
20 GA GALVALUME

2x2 20-GA.
GALVALUME ANGLE

2x2 20-GA.
GALVALUME ANGLE

20-GA. GALVALUME
BOTTOM CHANNEL

5' (TYP)

PARTITION SHEETING

LOCKER FLOOR
20-GA. GALVALUME

The Vineyard series comes in multiple faux wood grain options and is 
made of galvanized steel. This product allows wine to mature without 
disturbance and provides protection against many damaging conditions. 
It also provides the classic look of wood without the expense.
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Roll-Up Frames

This strong, flush 20-gauge frame is used in both 
corrugated and flush hallway systems. The frames 
include base plates, back plates and top channels.

•	 �20-gauge back plate for mounting header/
filler panel and roll-up door bracket

•	 �20-gauge base plate that mounts roll-up 
frame to door

•	 Press break construction for various sizes
•	 Available in glossy white or Galvalume®
•	 �#8 x ½” glossy white self-drilling fasteners

Flush Header Panel

The flush header panel with roll-up frames creates 
a clean flush hallway. The glossy white flush header 
panel reflects light, providing a brighter interior.

•	 20-gauge panel
•	 For interior hallway systems
•	 Single-piece construction
•	 Glossy white paint finish
•	 #8 x ½” glossy white self-drilling fasteners

Filler Panel

Filler panels are used in interior and exterior 
applications. The panels are available in matching or 
accenting colors.

•	 �26-gauge panel, support channel and angles
•	 �Framed in at the sides, top and bottom with 

matching support channels
•	 �Angles can be manufactured to match the 

color of the roll-up door or a contrasting color
•	 #8 x ½” self-drilling fasteners available

FILLER PANEL  
DETAIL

FLUSH 
HEADER DETAIL

ROLL UP FRAME 
DETAIL

Double Roll Up  
Frame

FLUSH	HEADER

MATL.:	20	GA.
LENGTH	&	WIDTH:	VARIES

1"

2"

VARIES

1"

OUTSIDE
VIEW

TOP	ANGLE
(OPTIONAL)

SIDE	CHANNEL
(BOTH	SIDES)

BOTTOM
CHANNEL

TRIM-LINE SYSTEM

FIGURE 1
(S) CORRUGATED	FILLER	

1 1/2"

5/8"

PANEL	SIDE	ANGLE

		FILLER	PANEL	
SIDE	CHANNEL

DOOR	HEIGHT	MARK

ROLLUP 
FRAME

(R)	FILLER	PANEL	SHEET

(Q) TL-FILLER
BOTTOM	CHANNEL

(S) CORRUGATED	FILLER	PANEL
SIDE	ANGLE

1

TL	SINGLE	ROLL-UP	FRAME

MATL.:	20	GA.
LENGTH:	VARIES

5
8 "

2
1 4

"

3
4 "

3
8 "

TYP.
7

TL	DOUBLE	ROLL-UP	FRAME

MATL.:	20	GA.
LENGTH:	VARIES

16" TYP.

2
1 4

"

2
1 4

"

1 3
4 "

1 3
4 "

*  ALL DETAILS APPLY TO FRAMES AND PANELS
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TL SINGLE ROLL-UP FRAME 
LENGTH: VARIES
MATL: 20-GA.

SINGLE ROLL-UP FRAME DOUBLE ROLL-UP FRAME

TL DOUBLE ROLL-UP FRAME 
LENGTH: VARIES
MATL: 20-GA.

FLUSH HEADER
LENGTH AND WIDTH: VARIES
MATL: 20-GA.

1"

2 
1/

4"

2 
1/

4"

1 3/4"

1 3/4"

16" TYP.

VARIES

2"

1"

FILLER PANEL
SIDE CHANNEL

DOOR HEIGHT MARK

1 1/2"

5/8"

(S) CORRUGATED FILLER
PANEL SIDE ANGLE

(R) FILLER PANEL SHEET

TOP ANGLE
(OPTIONAL)

SIDE CHANNEL
(BOTH SIDES)

BOTTOM 
CHANNEL

OUTSIDE VIEW(Q) TL-FILLER BOTTOM 
CHANNEL

(S) CORRUGATED FILLER PANEL 
SIDE ANGLE

FIGURE 1

ROLL-UP 
FRAME

2 
1/

4"

1 3/4"

7 3/8"
TYP.

5/8"



Corawall Hallway System

This completely flush 24-gauge vertical interlocking 
hallway panel is available in glossy white or acrylic-
coated Galvalume®. The 12”  self-aligned interlocking 
panel allows for fasteners to remain concealed 
except where it is secured with a channel at the top.

•	 24-gauge panel
•	 20-gauge top channel
•	 20-gauge bottom channel
•	 22-gauge mid-span
•	 Interlocking flush design
•	 #8 x ½” glossy white self-drilling fasteners

Securawall Hallway System

The 20” wide, corrugated 26-gauge panels lock 
together tightly at the side seams without the use of 
exposed fasteners. The Securawall System provides 
an economical and attractive divider partition.

•	 26-gauge panel
•	 20-gauge top channel
•	 20-gauge bottom channel
•	 22-gauge mid-span
•	 Seam attachment design
•	 �Available in glossy white and acrylic-coated 

Galvalume®
•	 �#8 x ½” glossy white self-drilling fasteners

Securawall Unit Partition

The Securawall partition is a non-load bearing 
interior unit divider. It provides for an economical 
and attractive interior partition wall system. The  
20”-wide sections lock together tightly at the side 
seams without the use of exposed fasteners.

•	 26-gauge partition
•	 20-gauge top angle
•	 20-gauge bottom channel
•	 22-gauge mid-span
•	 Seam attachment design
•	 �Available in glossy white and acrylic-coated 

Galvalume®
•	 #8 x ½” glossy white self-drilling fasteners

Mid-Span

Mid-span horizontal bracing provides support for 
greater wall strength. Many customers use this 
inexpensive option to accommodate for unusual 
loads placed on walls by careless tenants.

•	 20-gauge channel
•	 �Utilizes a hem and channel construction to 

eliminate sharp edges and conceal exposed 
fasteners 
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SECURAWALL 
HALLWAY
PARTITION 
DETAIL

SECURAWALL  
UNIT PARTITION 
DETAIL

MID-SPAN DETAIL

CORAWALL 
DETAIL

CORAWALL

MATL.:	24	GA.
LENGTH:	VARIES

12"

 

REF.

1"
REF.

FASTENERS	TO	BE	INSIDE	BOTTOM
CHANNEL	(SEE	SECTION	C-C)

(A) BOTTOM	CHANNEL

STARTER	ANGLE	(E)

(3)	#8	X	1/2	"	GALVANIZED
TEKS SCREWS PER
STARTER	ANGLE	
EQUALLY	SPACED
WITH	MOCAPS

(G)	UNIVERSAL	ANGLE(E) STARTER	ANGLE

APPLICATION	OF	OPTIONAL	MID	SPAN	BRACING

 DETAIL	1	  DETAIL	2	
LOCKING	SEAM	(TYP)

AA

B

B

C

C

TEKS SCREWS WITH	MOCAPS

FASTENERS TO	BE	INSIDE	BOTTOM
CHANNEL	(SEE	SECTION	C-C)

(A) BOTTOM	CHANNEL

STARTER	ANGLE	(E)

(3)	#8	X	1/2	"	GALVANIZED
TEKS SCREWS PER
STARTER	ANGLE	
EQUALLY	SPACED
WITH	MOCAPS

(G)	UNIVERSAL	ANGLE

(6)	#8	X	1/2" 
GALVANIZED
TEKS SCREWS
PER PANEL

(E) STARTER	ANGLE

OVERLAPPING	SEAM

 FRONT VIEW 
APPLICATION	OF	OPTIONAL	MID	SPAN	BRACING

15
8 "

11 2
"

RETURN

END	VIEW
22	GA.	CALVALUME
10 FT.	LENGTHS

*  ALL DETAILS APPLY TO WALL SYSTEMS
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12" REF.

1" REF.

CORAWALL
LENGTH: VARIES
MATL: 24-GA.

END VIEW
22-GA. GALVALUME
10 FT. LENGTHS

RETURN

(G) UNIVERSAL ANGLE

(3) #8 X 1/2" GALVANIZED 
TEK-SCREWS PER STARTER 
ANGLE EQUALLY SPACED WITH 
MOCAPS

(3) #8 X 1/2" GALVANIZED 
TEK-SCREWS PER STARTER 
ANGLE EQUALLY SPACED WITH 
MOCAPS

(E) STARTER ANGLE

(A) BOTTOM CHANNELFASTENERS TO BE INSIDE BOTTOM 
CHANNEL (SEE SECTION C-C)

FASTENERS TO BE INSIDE BOTTOM 
CHANNEL (SEE SECTION C-C)

(E) STARTER ANGLE

(6) #8 X 1/2" 
GALVANIZED TEK-
SCREWS PER PANEL

TEK-SCREWS WITH MOCAPS

(E) STARTER ANGLE (G) UNIVERSAL ANGLE

(E) STARTER ANGLE

1 5/8"

1 
1/

2"



Kickplates

The 18-gauge Galvalume® strip provides excellent 
protection from pushcarts and hall traffic while 
giving a clean, cosmetic appearance.

•	 18-gauge Galvalume® strip
•	 Pressure bend top and bottom
•	 #8 x ½” self-drilling fasteners
•	 �Available in a galvanized or diamond plate 

tread design

Corner Guards

Optional corner guards provide long-lasting 
durability for both corrugated and flush hallway 
systems. The 18-gauge Galvalume® angle 
protects against damage from hall traffic while 
complementing the interior appearance.

•	 18-gauge Galvalume® angle
•	 Pressure bends on leading edges
•	 Standard 4’-tall or full-hall height is available
•	 Mitered corners also available
•	 #8 x ½” self-drilling fasteners
•	 �Available in a galvanized or diamond plate 

tread design

Mullions

Mullions are economical, non-structural, painted 
flush jambs that divide larger exterior units into 
smaller openings.

•	 26-gauge painted mullion skin
•	 20-gauge base plate
•	 20-gauge extensions
•	 One pair 18-gauge mini-guides

Soffit Systems

Light Soffit: The light soffit is a 1’ x 10’ flush system 
that accommodates an optional 1’ x 4’ flush 
fluorescent light. When used with other DBCI 
hallway products, the soffit helps establish a bright 
and safe atmosphere for the owner and tenants.

Hallway Soffit: The three-piece, 26-gauge flush soffit 
complements the interior system with a bright, 
reflective hallway ceiling. The 3’-wide soffit leaves a 
1’ gap on both sides to allow for air circulation while 
concealing HVAC ducts, electrical, plumbing and 
sprinkler work. The hallway soffit can also be used  
to support hallway lighting.

Entry Soffit: Entry or full soffit is used in areas where 
HVAC, electrical, plumbing and sprinkler systems are 
completely concealed.

•	 26-gauge
•	 �20-gauge universal soffit channel supports 

soffit panels
•	 Glossy white paint finish
•	 �Specific soffit pieces nest together to create a 

flush soffit
•	 1’ x 4’ GT static troffer light
•	 2” x 2” glossy white angle
•	 #8 x ½” glossy white self-drilling fasteners

Mesh

Mesh can be installed either horizontally above 
or vertically between units. The galvanized mesh 
is attached to the top edges of the units by mesh 
angles. The mesh should be used in storage units 
with overhead gaps that might allow entry.

•	 2” x 2” 16-gauge welded wire
•	 2” x 2” Galvalume® mesh  angles
•	 #8 x ½” self-drilling fasteners
•	 26-gauge special wire mesh clips

Burglar Bars

The burglar bars are galvanized hat channels that 
provide security for the space above the top of the 
hallway system or above the unit partition. The 
burglar bar attaches horizontally to the existing 
support columns at 8” increments to provide 
additional security.

•	 2 ¾”-wide galvanized channels
•	 Self-drilling fasteners
•	 �Available in glossy white or acrylic-coated 

Galvalume®
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KICKPLATE 
DETAIL

CORNER 
GUARD 
DETAIL

10'-0"

12
"

18	GAUGE	GALVALUME	KICK	PLATE
FASTEN	1"	ABOVE	FINISHED	FLOOR

WITH	8X
1
2 	GALVALUME TEK SCREWS

1/2"	PRESSURE	BEND

3"	X	3"	18	GAUGE
GALVALUME
CORNERGUARD

3"

4'-0
" T

O
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L

 

HAL
L
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*  APPLIES TO SECURITY

*  APPLIES TO ACCESSORIES
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18-GAUGE GALVALUME KICK 
PLATE FASTEN 1" ABOVE FINISHED 
FLOOR WITH 8 X 1/2" GALVALUME 
TEK-SCREWS

10'-0"

12
" 3"

3" X 3" 18-GAUGE 
GALVALUME
CORNER GUARD

HALLWAY SOFFIT DETAIL

LIGHT SOFFIT DETAIL

NON-LIGHTED	SOFFIT
(OPTIONAL)

NON-LIGHTED 
SOFFIT (OPTIONAL)

ENTRY SOFFIT

NON-LIGHTED	SOFFIT
(OPTIONAL)

NON-LIGHTED 
SOFFIT (OPTIONAL)

1/2" PRESSURE BEND

4'-
0"
 TO
 FU
LL
 H
AL
L H
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BURGLAR BAR  
DETAIL

1"

23
4 "

15
8 "

10'-0
"

10'-0
" 

1"
 

2 3/4" 

1 5/8" 

MESH DETAIL

MESH	ANGLE	2"	x	2
	20	GA.	GALVALUME

 

TOP	ANGLE	FOR
PARTITION	WALL

	2"	X	2"	20	GA.
	GALVALUME

 

 2" x 2"  x 16 GA. 
 WIRE	MESH

 

1/4"	X	7/8"	STITCH	SCREW
WITH	FENDER WASHER	OR
MESH	CLIP	AT	24"	ON	CENTER

SYSTEM	300	HALLWAY
SYSTEM	SHOWN

5'	MAX

MESH ANGLE 2" X 2"
20-GA. GALVALUME

1/4" X 7/8" STITCH 
FASTENER WITH FENDER 
WASHER OR MESH CLIP AT 
24" ON C ENTER

SYSTEM 300 
HALLWAY SYSTEM 
SHOWN

TOP ANGLE FOR PARTITION 
WALL 2" X 2" 20-GA. 

GALVALUME

5' MAX
WIRE MESH
2" X 2" X 16-GA.



DOUGLASVILLE, GA   •   HOUSTON, TX   •   CHANDLER, AZ

Toll Free: 800.542.0501     |     E-mail: dbci.sales@dbci.com     |     Website: www.DBCI.com


